
163 Crown

61⁄4”

23⁄16”

31⁄2”

WM52 (standard)

355 Crown

728 Crown

Flat

R
ec

ta
n

gu
la

r

R
ec

ta
n

gu
la

r

With Head and Sill

Above shapes shown with Crown and Sill. Also available in flat

311 Sill Nose 
with Apron 
(standard)

311 Sill Nose 
without Apron

Arch Top Round Top Palladian

Eyebrow Half Round Oval Full Circle

277 Sill Nose 
with Apron

277 Sill Nose 
without Apron

WM45

49 Crown
WM49

47 Crown
WM47

75 Bed
WM75

215⁄16”

41⁄2”

27⁄8”

311⁄16”

13⁄16”

61⁄4” 61⁄4” 61⁄4”

8”

11⁄2”

11⁄2”

23⁄16”

23⁄16”

61⁄4”

INTEX 
Window 
Surrounds

INTEX Window and 
Door Surrounds are
available in standard
sizes to match windows
from today’s most
popular manufacturers,
including Andersen and
others. Our surrounds
can be ordered fully
assembled or as a kit
for assembly on site. 

Look for our on-line 
configurator Q2 at
www.intexmillwork.com

31⁄2”

47⁄8”

23⁄8”

23⁄8”

213⁄16”

213⁄16”

31⁄2”

41⁄2” 31⁄2”

NOTE: Nail fin optional on square edge. Nail fin is     
included with J-Channel surrounds.

All INTEX products are securely 
packaged and shrink wrapped to 
arrive on the job site clean and free of damage.

Profile Nominal 
Size H Remarks w/

J channel

C

F

F5

5/4 x 4
w/J

5/4 x 5
w/J

5/4 x 6
w/J

3-1/2’’

4-1/2’’

5-1/2’’

Nailing Flange
Standard 

Nailing Flange
Optional

Nailing Flange
Optional

Profile Nominal 
Size H Remarks

A

D

D5

1 x 4 3-1/2’’

4-1/2’’

5-1/2’’1 x 6

1 x 5

Nailing Flange
Optional

Nailing Flange
Optional

Nailing Flange
Optional

Profile Nominal 
Size H Remarks

B

E

E5

5/4 x 4 3-1/2’’

4-1/2’’

5-1/2’’5/4 x 6 

5/4 x 5

Nailing Flange
Optional

Nailing Flange
Optional

Nailing Flange
Optional



INTEX 
Finishing
Procedure

Intex Millwork products are 

Manufactured from PVC 

trim board, which is 

UV-resistant and does not 

require painting for 

protection. The products 

may be painted to achieve 

a custom color. Use  

exterior 100% acrylic paint.

Caution: To decrease the 

chance of separation due 

to expansion/contraction, 

do not paint Intex 

Millwork products dark 

colors where they will be 

exposed to direct sunlight. 

(Paint should have a light 

reflective value of 55 

or greater)

For more information

visit us at:

www.intexmillwork.com

or 609.567.5900 

fax 609.567.5901

34 West Black Horse Pike

Williamstown, NJ 08094

©2009 INTEX Millwork 

Solutions. All Rights Reserved.

“INTEX” is a registered 

trademark of INTEX 

Millwork Solutions.
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Quick Quote, Our On-Line
Window Surround 
Price Configurator

On-line, our web based Window Surround

pricing configurator is quick and easy. Visit

our web site and jump right in,

www.intexmillwork.com - On our home

page click on the Q2 logo and start quoting.

Simply follow these 7 steps and you’re done.

Step 1: Choose your surround, either 

pre-assembled or knock down.

Step 2: Choose your window surround 

profile.

Step 3: Choose your Nail Flange, Crown      

Head and Sill Nose options.

Step 4: Choose your window shape.

Step 5: Choose your window manufacturer.

Step 6: Choose your window, and or size.

Step 7: Find your surround. From here you  

can choose your quantity, start a new 

search within your quote or simply

finalize your quote, email it or print 

it. Simply put, it’s that fast, that easy 

and you’re done.


