STYLE MATTERS. Choose From 11 Colors!

White  Burgundy Red  WIneberry  Bordeaux  Forest Green  Wedgewood Blue
Classic Blue  Midnight Blue  Tusedo Gray  Musket Brown  Black

INTRODUCING:
INTEX Shutters
STYLES, HARDWARE, COLORS & MORE

The above color swatches are digitally printed representations and may not be 100% accurate. Please request a paint swatch card from your INTEX Dealer! Shutters can be supplied unfinished to be painted with a Premium Acrylic Coating.

856.293.4100
45 MILL STREET, MAYS LANDING NJ, 08330
INTEX Shutters are engineered to out-perform wood, polypropylene, polyethylene and aluminum shutters for a fraction of the cost!

**shutter STYLES**

**Beaded Raised Panel Shutter**

*The rear detail of Beaded Raised Panel Shutters is the same as the front of Flush Flat Panel Shutters*

**Raised Panel Shutter**

*The rear detail of Raised Panel Shutters is the same as the front of Flush Flat Panel Shutters*

**Flush Flat Panel Shutter**

**Louvered Shutter**

*Louvered Shutters available from 24” to 120” Tall (Make size within 5/8” of specified size). Specify quantity and location of Mid Rails.

**optional HARDWARE**

A. 4 New York “L” Style Hinges, 2 Lefts, 2 Rights; Mounting Screws Included
B. 2 Shutter Dogs with Mounting Brackets 1 Left, 1 Right; Mounting Screws Included
C. 2 New York Style Mid Hinges; Mounting Screws Included
D. 6 Pintels; Mounting Screws Included
E. 6 Pintel Shims; Mounting Screws Included

**mounting OPTIONS**

All Shutters available in single panel widths of 10” to 24” in 1/4 increments.

Shutters (excluding Louvered) are available from 24” to 120” tall in 1/2” increments. Specify quantity and location of Mid Rails.

*Louvered Shutters available from 24” to 120” Tall (Make size within 5/8” of specified size). Specify quantity and location of Mid Rails.

**shutter FEATURES**

- Built to Custom Sizes
- Stainless Steel, Powder-Coated Hardware System Available
- Paintable with a Premium Acrylic Coating (including Dark Colors)
- Historically Accurate
- Termite Proof
- Available in 11 Pre-Finished Colors
- Approved for Historic Restoration
- Louver and Panel Shutter Styles
- Fully Operable
- Will Not Rot or Warp

**INTEX Shutter Performance Data**

<table>
<thead>
<tr>
<th>Test Number</th>
<th>Method</th>
<th>Brushed</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Length before testing</td>
<td>204mm</td>
</tr>
<tr>
<td></td>
<td>After 48hr -34° C</td>
<td>204mm</td>
</tr>
<tr>
<td>2</td>
<td>Length before testing</td>
<td>289mm</td>
</tr>
<tr>
<td></td>
<td>After 48hr 60° C</td>
<td>289mm</td>
</tr>
</tbody>
</table>

**Water Absorption**

<table>
<thead>
<tr>
<th>Item</th>
<th>Weight Before / g</th>
<th>Weights After 48hr / g</th>
<th>Absorption Rate</th>
</tr>
</thead>
<tbody>
<tr>
<td>Brushed</td>
<td>451</td>
<td>469</td>
<td>3.99%</td>
</tr>
</tbody>
</table>

intexmillwork.com